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Valves
驱动型重载阀  Series II - 14, 18, 92, 376, 20, 562

技术参数*

工作压力: 液压可以达到 3,000 或 6,000 psi 
(206 bar 或 413 bar)
气压可以达到 2,000 或 4,000 psi 
(138 或 276 bar)

背压: 在符合要求的操作中，在回油口的压
力禁止超过 250 psi (17.2) bar 

耐压: 1.5 倍工作压力，回油口除外

爆破压力: 2.5 倍工作压力，回油口除外 (3,000 
psi [206 bar])

压力降 
(所有阀): 详情请参见补充指南

油口尺寸: 标准为1/4”, 3/8”, 1/2”, 3/4”, 1”, & 
1-1/2” NPT  (SAE J1926 可选)

介质温度范围: -40° 到 +250°F (-40° 到 +121°C)

手动制动器: 所有阀都有3位制动器，都可以手动切
换到阀的中位

面板安装: 对于1/4”- 1/2” 阀是标准配置，
对于1” 和 1-1/2” 阀请参考技术
图纸

浸润材料: 
阀体:
轴:
转子和密封: 
标准O 圈:

Al-Ni 铜合金
不锈钢
400 系列不锈钢 
丁晴橡胶

外部材料:
壳体:
五金件:
手柄和制动碟片:

Al-Ni 铜合金
不锈钢
不锈钢

特点
拥有Shear-Seal® 金属剪切密封专利 
气动或液压驱动 
2 位和 3 位阀
优良的换向性能 
高速大流量
紧凑设计
防锈防腐蚀材料 
换向位置可监控显示

典型应用
陆上和离岸石油钻探控制
防井喷控制单元
钢厂
甲板液压控制系统
精炼厂和化学处理工厂

- 主阀 - 先导阀

工作压力: 

气动:

液动:

最小80 psi (5.2 bar)  
最大250 psi (17.2 bar) 
最小500 psi (34 bar) 
最大1,500 psi (103 bar)

油口尺寸: 1/4”- 18 NPT (2)

介质温度范围: -40° 到 +250°F (-40° 到 +121°C

操作速度: 以免造成损坏一般是0.5秒或
稍比0.5秒长一点时间。 

材料:
缸体:

端盖:

五金件:

气动 -Amalga (标准)
Air    -不锈钢  (可选) 
液动 - 不锈钢 (标准)

1/4”, 3/8”, 1/2”不锈钢 
3/4” 1” & 1-1/2” Al-Ni 铜合金

不锈钢

专利号# US D521.598 S 专利号# US D521.599 S

* 其他选项请参考产品选型配置表。
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驱动型重载阀  Series II - 14, 18, 92, 376, 20, 562

技术图纸

Porting A B C D E F G H J K L M N P Q R S T U

1/4” NPT 2.75   10.38      2.0 1.0 5.0 5.72      5/16   3.74 3.25   1.94       9.43 3/8-16UNC  4.88       7.44 2.44        3.75          8.44   10.468
(60.3) (254.0) (50.8) (25.4) (127.0)(146.1)(109.5) (12.7) (85.7) (82.6) (49.2) (231.7) (124.0) (189.0)

3/8” & 1/2” NPT 3.406 10.934  2.625 1.312 5.0 6.25 4.75 .608             3.531    3.25      9.531 3/8-16UNC 5-1/2 7-11/16 2.56 3.88 8-11/16 10.25
(86.5) (277.7) (66.7) (33.3) (127.0)(158.8)(120.65) (17.46) (89.7) (82.6) (49.2)             (139.7) (195.0)

3/4” & 1” NPT 4.781 14.375 9.0 8.75    6.562     1.0 4.25       3.50        3.0 12.0 7-9/16 10-1/8 NA NA NA NA
(121.4)  (365.1) (228.6)(222.3)(166.6) (25.4) (533.4) (88.9) (76.2) (482.0)1/2-18UNC (192.0) (257.0)
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HANDLE ORENTATION (AS SHOWN CCW)
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HANDLE ORENTATION (AS SHOWN CW)
(ACTUATOR PORT 'B'  PRESSURIZED)
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MAIN VALVE

PILOT VALVE 4-WAY

HANDLE ORENTATION (AS SHOWN CCW)
(ACTUATOR PORT 'A'  PRESSURIZED)

(PORTS ‘B’ & ‘C’ VENTED)

HANDLE CENTERED
(ACTUATOR PORT 'A' & ‘C’  PRESSURIZED)

( PORT ‘B’ VENTED)

HANDLE ORENTATION (AS SHOWN CW)
(ACTUATOR PORT 'B'  & ‘C’ PRESSURIZED)

(PORTS ‘A’  VENTED)
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PILOT VALVE 4-WAY PILOT VALVE 3-WAY

HANDLE ORENTATION (AS SHOWN CW)
(ACTUATOR PORT 'B'  PRESSURIZED)

CYL1

PRESS

CYL2

RET

HANDLE CENTERED
(MANUALLY OVERRIDE ONLY)

CYL1

PRESS RET

HANDLE ORENTATION (AS SHOWN CW)
(ACTUATOR PORT 'A'  PRESSURIZED)

CYL1

PRESS

CYL2

RET
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2-POSITION FLOW PATTERN SELECTOR
(VIEWED FROM SHAFT END)

3-POSITION FLOW PATTERN SELECTOR
(VIEWED FROM SHAFT END)

CLOSED CENTER MANIPULATOR  FLOW PATTERN
(VIEWED FROM SHAFT END)

Flow Capacity (Approx.)
Service: Oil and Lubricated Water Approx.

Main Valve 20 ft/sec 40 ft/sec 60 ft/sec Min. Flow Cv Shipping
Port Size NPT gpm (l/min) gpm (l/min) gpm (l/min) Passage Dia. Factor Weight

14, 92 1/4" 3 (11) 6 (23) 9 (34) 1/4" 0.95 30
Series 3/8" & 1/2" 9 (34) 19 (72) 28 (106) 7/16" 3.20 35
Valves 3/4" & 1" 25 (95) 50 (189) 75 (284) 23/32" 9.20 50
20, 562 1/4" 3 (11) 6 (23) 9 (34) 1/4" 0.95 30
Series 1/2" 5 (19) 10 (38) 15 (57) 5/16" 1.60 35
Valves 1" 9 (34) 19 (72) 28 (106) 7/16" 3.20 50

.50

(242.1)
1.94

(65.1) (98.4) (260.4)

(265.9)

3.625
(92)

1.812
(46)

Porting A B C D E F G H J K L M N P Q R S T U

1/4” NPT 2.75   10.38      2.0 1.0 5.0 5.72      5/16   3.74 3.25   1.94       9.43 3/8-16UNC  4.88       7.44 2.44        3.75          8.44   10.468
(60.3) (254.0) (50.8) (25.4) (127.0)(146.1)(109.5) (12.7) (85.7) (82.6) (49.2) (231.7) (124.0) (189.0)

3/8” & 1/2” NPT 3.406 10.934  2.625 1.312 5.0 6.25 4.75 .608             3.531    3.25      9.531 3/8-16UNC 5-1/2 7-11/16 2.56 3.88 8-11/16 10.25
(86.5) (277.7) (66.7) (33.3) (127.0)(158.8)(120.65) (17.46) (89.7) (82.6) (49.2)             (139.7) (195.0)

3/4” & 1” NPT 4.781 14.375 9.0 8.75    6.562     1.0 4.25       3.50        3.0 12.0 7-9/16 10-1/8 NA NA NA NA
(121.4)  (365.1) (228.6)(222.3)(166.6) (25.4) (533.4) (88.9) (76.2) (482.0)1/2-18UNC (192.0) (257.0)
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手柄操作(按图示逆时针)
(执行器油口 'A'  受压)

缸油口1 缸油口1

压力        回油 压力

缸油口2

回油

手柄操作(按图示顺时针)
(执行器油口 'B'  受压)

缸油口2

CYL1

PRESS

CYL2

RET

CYL1

PRESS

CYL2

RET

CYL1

PRESS

CYL2

RET

PR

1 2

A B

P R

1 2

主阀

四通先导阀

HANDLE ORENTATION (AS SHOWN CCW)
(ACTUATOR PORT 'A'  PRESSURIZED)

(PORTS ‘B’ & ‘C’ VENTED)

HANDLE CENTERED
(ACTUATOR PORT 'A' & ‘C’  PRESSURIZED)

( PORT ‘B’ VENTED)

HANDLE ORENTATION (AS SHOWN CW)
(ACTUATOR PORT 'B'  & ‘C’ PRESSURIZED)

(PORTS ‘A’  VENTED)

PR

1 2

A B C

PP R

C2C1 C R

MAIN VALVE

PILOT VALVE 4-WAY PILOT VALVE 3-WAY

HANDLE ORENTATION (AS SHOWN CW)
(ACTUATOR PORT 'B'  PRESSURIZED)

CYL1

PRESS

CYL2

RET

HANDLE CENTERED
(MANUALLY OVERRIDE ONLY)

CYL1

PRESS RET

HANDLE ORENTATION (AS SHOWN CW)
(ACTUATOR PORT 'A'  PRESSURIZED)

CYL1

PRESS

CYL2

RET

PR

11 22
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MAIN VALVE

PILOT VALVE 4-WAY

PR
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二位四通流量方向选择器
(从轴端看）

3-POSITION FLOW PATTERN SELECTOR
(VIEWED FROM SHAFT END)

CLOSED CENTER MANIPULATOR  FLOW PATTERN
(VIEWED FROM SHAFT END)

Flow Capacity (Approx.)
Service: Oil and Lubricated Water Approx.

Main Valve 20 ft/sec 40 ft/sec 60 ft/sec Min. Flow Cv Shipping
Port Size NPT gpm (l/min) gpm (l/min) gpm (l/min) Passage Dia. Factor Weight

14, 92 1/4" 3 (11) 6 (23) 9 (34) 1/4" 0.95 30
Series 3/8" & 1/2" 9 (34) 19 (72) 28 (106) 7/16" 3.20 35
Valves 3/4" & 1" 25 (95) 50 (189) 75 (284) 23/32" 9.20 50
20, 562 1/4" 3 (11) 6 (23) 9 (34) 1/4" 0.95 30
Series 1/2" 5 (19) 10 (38) 15 (57) 5/16" 1.60 35
Valves 1" 9 (34) 19 (72) 28 (106) 7/16" 3.20 50

.50

(242.1)
1.94

(65.1) (98.4) (260.4)

(265.9)

3.625
(92)

1.812
(46)

Porting A B C D E F G H J K L M N P Q R S T U

1/4” NPT 2.75   10.38      2.0 1.0 5.0 5.72      5/16   3.74 3.25   1.94       9.43 3/8-16UNC  4.88       7.44 2.44        3.75          8.44   10.468
(60.3) (254.0) (50.8) (25.4) (127.0)(146.1)(109.5) (12.7) (85.7) (82.6) (49.2) (231.7) (124.0) (189.0)

3/8” & 1/2” NPT 3.406 10.934  2.625 1.312 5.0 6.25 4.75 .608             3.531    3.25      9.531 3/8-16UNC 5-1/2 7-11/16 2.56 3.88 8-11/16 10.25
(86.5) (277.7) (66.7) (33.3) (127.0)(158.8)(120.65) (17.46) (89.7) (82.6) (49.2)             (139.7) (195.0)

3/4” & 1” NPT 4.781 14.375 9.0 8.75    6.562     1.0 4.25       3.50        3.0 12.0 7-9/16 10-1/8 NA NA NA NA
(121.4)  (365.1) (228.6)(222.3)(166.6) (25.4) (533.4) (88.9) (76.2) (482.0)1/2-18UNC (192.0) (257.0)
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evlaVnoitisoP-3evlaVnoitisoP-2
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HANDLE ORENTATION (AS SHOWN CCW)
(ACTUATOR PORT 'A'  PRESSURIZED)

CYL1

PRESS

CYL2

RET

HANDLE ORENTATION (AS SHOWN CW)
(ACTUATOR PORT 'B'  PRESSURIZED)

CYL1

PRESS

CYL2

RET

CYL1

PRESS

CYL2

RET

CYL1

PRESS

CYL2

RET

CYL1

PRESS

CYL2

RET

PR

1 2

A B

P R

1 2

MAIN VALVE

PILOT VALVE 4-WAY

HANDLE ORENTATION (AS SHOWN CCW)
(ACTUATOR PORT 'A'  PRESSURIZED)

(PORTS ‘B’ & ‘C’ VENTED)

HANDLE CENTERED
(ACTUATOR PORT 'A' & ‘C’  PRESSURIZED)

( PORT ‘B’ VENTED)

HANDLE ORENTATION (AS SHOWN CW)
(ACTUATOR PORT 'B'  & ‘C’ PRESSURIZED)

(PORTS ‘A’  VENTED)

PR

1 2

A B C

PP R

C2C1 C R

MAIN VALVE

PILOT VALVE 4-WAY PILOT VALVE 3-WAY

手柄操作(按图示顺时针)
(执行器油口 'B'  受压)

CYL1

CYL2

手柄对中
(仅手动控制)

                      缸油口1   

手柄操作(按图示顺时针)
(执行器油口 'A'  受压)

缸油口1

缸油口2

                                                                                                                                                                                    压力 回油      压力 回油     压力 回油

PR

11 22

A B

P R

1 2

主阀

四通先导阀

PR

1 2

2-POSITION FLOW PATTERN SELECTOR
(VIEWED FROM SHAFT END)

3-POSITION FLOW PATTERN SELECTOR
(VIEWED FROM SHAFT END)

中位关闭双工作口卸荷型式
(从轴端看)

Flow Capacity (Approx.)
Service: Oil and Lubricated Water Approx.

Main Valve 20 ft/sec 40 ft/sec 60 ft/sec Min. Flow Cv Shipping
Port Size NPT gpm (l/min) gpm (l/min) gpm (l/min) Passage Dia. Factor Weight

14, 92 1/4" 3 (11) 6 (23) 9 (34) 1/4" 0.95 30
Series 3/8" & 1/2" 9 (34) 19 (72) 28 (106) 7/16" 3.20 35
Valves 3/4" & 1" 25 (95) 50 (189) 75 (284) 23/32" 9.20 50
20, 562 1/4" 3 (11) 6 (23) 9 (34) 1/4" 0.95 30
Series 1/2" 5 (19) 10 (38) 15 (57) 5/16" 1.60 35
Valves 1" 9 (34) 19 (72) 28 (106) 7/16" 3.20 50

.50

(242.1)
1.94

(65.1) (98.4) (260.4)

(265.9)

3.625
(92)

1.812
(46)

3/4”, 1", 1 1/2”

3.40
面板安装

9

D

C

D

9.509

B
面板安装

(3)

面板安装孔
2X 1/2-13 UNC-2B      1.00

1/4”, 3/8”, 1/2”

TECHNICAL DIMENSIONS:    2-Position Actuators:

油口 A B C D E F G H J K L M N P Q R S T U
1/4" 2.75 10.38 2.00 1.00 5.00 5.72 4.25 0.50 3.34 3.25 1.94 9.43 3/8-18 UNC 4.88 7.44 NA NA NA NA
NPT (69.9) (254.0) (50.8) (25.4) (127.0) (146.1) (108) (12.7) (85) (82.6) (49.2) (231.7) (124.0) (189.0)

3/8" & 1/2" 3.406 10.937 2.625 1.312 5.00 6.25 4.750 0.688 3.531 3.25 1.94 9.531 3/8-18 UNC 5.50 7.85 NA NA NA NA
NPT (86.5) (277.8) (66.7) (33.3) (127.0) (158.8) (120.65) (17.46) (89.7) (82.6) (49.2) (242.1) (139.7) (199.3)

3/4" & 1" 2 pos 4.781 14.375 3.625 1.812 9.00 8.75 6.562 1.00 4.25 3.50 3.00 12.00 1/2-13 UNC 7.562 10.125 NA NA NA NA
NPT (121.4) (365.1) (92) (46) (228.6) (222.3) (166.6) (25.4) (108) (88.9) (76.2) (482.0) (192.0) (257.0)

1-1/2" 2 pos 6.75 16.00 5.312 2.656 9.00 10.50 8.139 1.50 4.00 4.75 3.00 12.00 1/2-13 UNC 8.31 NA NA NA NA NA
NPT (171.5) (406.4) (134.9) (67.5) (228.6) (266.7) (209) (38.1) (101.6) ;(120.7) (76.2) (482.0) (211.1)

TECHNICAL DIMENSIONS:   3-Position Actuators:

Porting A B C D E F G H J K L M N P Q R S T U
1/4" 2.75 10.38 2.00 1.00 5.00 5.72 4.25 0.50 3.34 3.25 1.94 9.43 3/8-18 UNC 4.88 7.44 2.44 3.75 6.44 10.468
NPT (69.9) (254.0) (50.8) (25.4) (127.0) (146.1) (108) (12.7) (85) (82.6) (49.2) (231.7) (124.0) (189.0) (62) (95.3) (214.4) (265.9)

3/8" & 1/2" 3.406 10.937 2.625 1.312 5.00 6.25 4.75 0.688 3.531 3.25 1.94 9.531 3/8-18 UNC 5.50 7.85 2.56 3.88 8.688 10.25
NPT (86.5) (277.8) (66.7) (33.3) (127.0) (158.8) (120.65) (17.46) (89.7) (82.6) (49.2) (242.1) (139.7) (199.3) (65.1) (98.4) (220.7) (260.4)

3/4" & 1" 3 pos 4.813 17.313 3.625 1.812 9.00 8.750 6.562 1.00 4.250 4.50 3.00 12.00 1/2-13 UNC 7.563 NA 3.938 7.063 NA 15.188
NPT (122.3) (439.8) (92) (46) (228.6) (222.3) (166.6) (25.4) (108) (114.3) (76.2) (482.0) (192.1) (100) (179.4) (385.8)

1-1/2" 3-Pos 7.00 18.75 5.25 2.656 9.00 10.50 8.138 1.50 4.00 4.50 3.00 17.50 1/2-13 UNC 8.31 NA 4.188 7.313 NA 17.50
NPT (177.8) (476.3) (133.4) (67.5) (228.6) (266.7) (209) (38.1) (101.6) (114.3) (76.2) (444.5) (211.1) (106.4) (185.7) (444.5)

2-位阀 

更详细的信息请参考销售图纸
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Valves
驱动型重载阀 Series II - 14, 18, 92, 376, 20, 562
外形尺寸

3/4”, 1", 1 1/2”1/4”, 3/8”, 1/2”

TECHNICAL DIMENSIONS:    2-Position Actuators:

Porting A B C D E F G H J K L M N P Q R S T U
1/4" 2.75 10.38 2.00 1.00 5.00 5.72 4.25 0.50 3.34 3.25 1.94 9.43 3/8-18 UNC 4.88 7.44 NA NA NA NA
NPT (69.9) (254.0) (50.8) (25.4) (127.0) (146.1) (108) (12.7) (85) (82.6) (49.2) (231.7) (124.0) (189.0)

3/8" & 1/2" 3.406 10.937 2.625 1.312 5.00 6.25 4.750 0.688 3.531 3.25 1.94 9.531 3/8-18 UNC 5.50 7.85 NA NA NA NA
NPT (86.5) (277.8) (66.7) (33.3) (127.0) (158.8) (120.65) (17.46) (89.7) (82.6) (49.2) (242.1) (139.7) (199.3)

3/4" & 1" 2 pos 4.781 14.375 3.625 1.812 9.00 8.75 6.562 1.00 4.25 3.50 3.00 12.00 1/2-13 UNC 7.562 10.125 NA NA NA NA
NPT (121.4) (365.1) (92) (46) (228.6) (222.3) (166.6) (25.4) (108) (88.9) (76.2) (482.0) (192.0) (257.0)

1-1/2" 2 pos 6.75 16.00 5.312 2.656 9.00 10.50 8.139 1.50 4.00 4.75 3.00 12.00 1/2-13 UNC 8.31 NA NA NA NA NA
NPT (171.5) (406.4) (134.9) (67.5) (228.6) (266.7) (209) (38.1) (101.6) ;(120.7) (76.2) (482.0) (211.1)

TECHNICAL DIMENSIONS:   3-Position Actuators:

油口 A B C D E F G H J K L M N P Q R S T U
1/4" 2.75 10.38 2.00 1.00 5.00 5.72 4.25 0.50 3.34 3.25 1.94 9.43 3/8-18 UNC 4.88 7.44 2.44 3.75 6.44 10.468
NPT (69.9) (254.0) (50.8) (25.4) (127.0) (146.1) (108) (12.7) (85) (82.6) (49.2) (231.7) (124.0) (189.0) (62) (95.3) (214.4) (265.9)

3/8" & 1/2" 3.406 10.937 2.625 1.312 5.00 6.25 4.75 0.688 3.531 3.25 1.94 9.531 3/8-18 UNC 5.50 7.85 2.56 3.88 8.688 10.25
NPT (86.5) (277.8) (66.7) (33.3) (127.0) (158.8) (120.65) (17.46) (89.7) (82.6) (49.2) (242.1) (139.7) (199.3) (65.1) (98.4) (220.7) (260.4)

3/4" & 1" 3 pos 4.813 17.313 3.625 1.812 9.00 8.750 6.562 1.00 4.250 4.50 3.00 12.00 1/2-13 UNC 7.563 NA 3.938 7.063 NA 15.188
NPT (122.3) (439.8) (92) (46) (228.6) (222.3) (166.6) (25.4) (108) (114.3) (76.2) (482.0) (192.1) (100) (179.4) (385.8)

1-1/2" 3-Pos 7.00 18.75 5.25 2.656 9.00 10.50 8.138 1.50 4.00 4.50 3.00 17.50 1/2-13 UNC 8.31 NA 4.188 7.313 NA 17.50
NPT (177.8) (476.3) (133.4) (67.5) (228.6) (266.7) (209) (38.1) (101.6) (114.3) (76.2) (444.5) (211.1) (106.4) (185.7) (444.5)

3-位阀 

Porting A B C D E F G H J K L M N P Q R S T U

1/4” NPT 2.75   10.38      2.0 1.0 5.0 5.72      5/16   3.74 3.25   1.94       9.43 3/8-16UNC  4.88       7.44 2.44        3.75          8.44   10.468
(60.3) (254.0) (50.8) (25.4) (127.0)(146.1)(109.5) (12.7) (85.7) (82.6) (49.2) (231.7) (124.0) (189.0)

3/8” & 1/2” NPT 3.406 10.934  2.625 1.312 5.0 6.25 4.75 .608             3.531    3.25      9.531 3/8-16UNC 5-1/2 7-11/16 2.56 3.88 8-11/16 10.25
(86.5) (277.7) (66.7) (33.3) (127.0)(158.8)(120.65) (17.46) (89.7) (82.6) (49.2)             (139.7) (195.0)

3/4” & 1” NPT 4.781 14.375 9.0 8.75    6.562     1.0 4.25       3.50        3.0 12.0 7-9/16 10-1/8 NA NA NA NA
(121.4)  (365.1) (228.6)(222.3)(166.6) (25.4) (533.4) (88.9) (76.2) (482.0)1/2-18UNC (192.0) (257.0)

A

D

D

L

Q
H

J

U

T

KK
G

F

C

C
B

A

E

PPANEL MOUNT
N

(4 PLACES)

evlaVnoitisoP-3evlaVnoitisoP-2

A C

B

A
B

L

HR

S

K
G

F

P

M

HANDLE ORENTATION (AS SHOWN CCW)
(ACTUATOR PORT 'A'  PRESSURIZED)

CYL1

PRESS

CYL2

RET

HANDLE ORENTATION (AS SHOWN CW)
(ACTUATOR PORT 'B'  PRESSURIZED)

CYL1

PRESS

CYL2

RET

缸油口 2

  压力口 回油

缸油口 1

压力口

缸油口2

回油

缸油口 1                                                                          缸油口 1

压力口

缸油口 2

回油

PR

1 2

A B

P R

1 2

MAIN VALVE

PILOT VALVE 4-WAY

                                                 手柄操作 (按图示顺时针)                      手柄对中                                   手柄操作(按图示逆时针)
执行器油口A 受压
(B 口 和C  口卸荷)

(执行器油口A 和 C 受压)
( B 口卸荷 )

 (执行器油口 B 和 C 受压)

PR

1 2

A B C

PP R

C2C1 C R

主阀

HANDLE ORENTATION (AS SHOWN CW)
(ACTUATOR PORT 'B'  PRESSURIZED)

CYL1

PRESS

CYL2

RET

HANDLE CENTERED
(MANUALLY OVERRIDE ONLY)

CYL1

PRESS RET

HANDLE ORENTATION (AS SHOWN CW)
(ACTUATOR PORT 'A'  PRESSURIZED)

CYL1

PRESS

CYL2

RET

PR

11 22

A B

P R

1 2

MAIN VALVE

PILOT VALVE 4-WAY

PR

1 2

2-POSITION FLOW PATTERN SELECTOR
(VIEWED FROM SHAFT END)

三位四通流量方向选择器
(从轴端看)

CLOSED CENTER MANIPULATOR  FLOW PATTERN
(VIEWED FROM SHAFT END)

Flow Capacity (Approx.)
Service: Oil and Lubricated Water Approx.

Main Valve 20 ft/sec 40 ft/sec 60 ft/sec Min. Flow Cv Shipping
Port Size NPT gpm (l/min) gpm (l/min) gpm (l/min) Passage Dia. Factor Weight

14, 92 1/4" 3 (11) 6 (23) 9 (34) 1/4" 0.95 30
Series 3/8" & 1/2" 9 (34) 19 (72) 28 (106) 7/16" 3.20 35
Valves 3/4" & 1" 25 (95) 50 (189) 75 (284) 23/32" 9.20 50
20, 562 1/4" 3 (11) 6 (23) 9 (34) 1/4" 0.95 30
Series 1/2" 5 (19) 10 (38) 15 (57) 5/16" 1.60 35
Valves 1" 9 (34) 19 (72) 28 (106) 7/16" 3.20 50

.50

(242.1)
1.94

(65.1) (98.4) (260.4)

(265.9)

3.625
(92)

1.812
(46)

更详细的信息请参考销售图纸

1 1/2"

6 1/4"

1 15/16"

11/16"

3 5/16"

2 9/16"

3 7/8"
PORT A,B,C
1/4 NPT

10 1/4"

7 3/8"
3 5/16"

"CYLINDER 2"
PORT

"CYLINDER 1"
PORT

"PRESSURE"
PORT"RETURN"

PORT
"D"

"C"

"A"

"A"

"D"

"C"

45°

45°

"B"

C2C1

A B C

EP P

C E

PR

1 2

MAIN VALVE

A

B

C

D

A

B

D

C

8 7 6 5 4 3 2 1

18 7 6 5 4 3 2

DA
14

3-3
D

C
D

W
G

.

SI
ZE

RE
V

.

PCO

00004417    A      1-30-06

DIMENSIONAL TOLERANCES

FRACTIONAL         ±1/16
DECIMAL                ±.010
ANGULAR              ± 5°

   SPECIFIED
UNLESS OTHERWISE

REFERENCE DPM

30
LBS

Barksdale, Inc.
Los Angeles, CA

GmbH

DIST.

SHEET            1   OF   2
D

#

APPROVED           DATE

CHECKED            DATE

DRAWN              DATE

REV.DWG.

NEXT ASSEMBLY

WEIGHT SCALE

DATEREV.

DIMENSIONS IN BOXES
 ARE IN MILLIMETERS Barksdale

(VIEWED FROM SHAFT END)

HANDLE ORIENTATION (AS SHOWN CW)

CYL1

PRESS

CYL2

RET

CYL2

RETPRESS

CYL1

(ACTUATOR PORT "A" PRESSURIZED)
(PORTS "B" & "C" VENTED)

HANDLE ORIENTATION (AS SHOWN CCW)

CYL2

RETPRESS

CYL1

HANDLE CENTERED 

7   MATERIALS OF CONSTRUCTION: BODY, HOUSING, END PLATE: BRONZE
     HANDLE: ZINC PLATED ALLOY STEEL
     ACTUATOR HOUSING: CORROSION RESISTANT STEEL
     SHAFT AND HARDWARE: CORROSION RESISTANT STEEL

8   EQUIPPED WITH MANUAL OVERIDE

3   RATED FLOW: 14 GPM
2   RATED PRESSURE: 3000 PSI.
1   PORTING: ALL PORTS 1/2" NPT

NOTES:

- SHIFT TIME MUST BE 1/2 SECOND MINIMUM FOR 90° ROTATION.
                     MAXIMUM WORKING PRESSURE 250 PSI

- WORKING PRESSURE:  MINIMUM WORKING PRESSURE 80 PSI

5   VALVE EQUIPPED WITH RACK AND PINION ACTUATOR.
4   PRESSURE ON RETURN PORT MUST NOT EXCED 250 PSI.

- PORTING: 1/4-18 NPT 3-PLACES (PORTS A, B, C)
6   ACTUATOR DATA:

- SERVICE : AIR

FULL CDA143-3

981350

DPM 4200.068
A143R3WC3
A143R3W03

  4-WAY SELECTOR VALVE
WITH 3 POSITION ACTUATOR
         1/2 NPT 3000 PSI

T.L.              01-30-06

BCM       01-30-06

RET

CYL2

PRESS

CYL1 CYL1

(ACTUATOR PORTS "B" & "C" PRESSURIZED)
(PORT "A" VENTED)

CYL2

RET

HANDLE CENTERED 

CYL2

PRESS

(VIEWED FROM SHAFT END)

CYL1

HANDLE ORIENTATION (AS SHOWN CCW)

PRESS RET

HANDLE ORIENTATION (AS SHOWN CW)
(ACTUATOR PORTS "A" & "C" PRESSURIZED)

(PORT "B" VENTED)
(ACTUATOR PORT "A" PRESSURIZED)

(PORTS "B" & "C" VENTED)

FLOW PATTERN OPEN CENTER FLOW PATTERN CLOSED CENTER

(ACTUATOR PORTS "B" & "C" PRESSURIZED)
(PORT "A" VENTED) (ACTUATOR PORTS "A" & "C" PRESSURIZED)

(PORT "B" VENTED)

PILOT VALVE (4 WAY & 3 WAY)
(SHOWN FOR POS I)

POS I POS II POS III POS IIIPOS I POS II

00004491    B      03-15-06

00005437    C      09-07-07

"C"

"D"

"C"

"A"

"A"

"B"

45°

45°

"D"

1- 1/2"

3 - 3/4

4 - 3/16

7 - 5/16

4 1/2"

10 - 1/2

3"

6 - 3/16

17 1/2"

4 1/2"

10 1/8"

CYLINDER 1
PORT

PRESSURE
PORT

CYLINDER 2
PORT

RETURN
PORT

A

B

C

D

A

B

D

C

8 7 6 5 4 3 2 1

18 7 6 5 4 3 2

DDW
G.

SI
ZE

R
E

V
.

PCO

REFERENCE DPM

GmbH

DIST.

D

#

REV.DWG.

NEXT ASSEMBLY

WEIGHT SCALE

DATEREV.

4200.007

1:2
SHEET       1       OF       2

A 9-2-08

Los Angeles, CA 90058-0843
Ph: 323-589-6181  Fax:  323-583-6252

DRAWN                               DATE
JDJ 8-08-08

CHECKED                           DATE

APPROVED                        DATE

UNLESS OTHERWISE
   SPECIFIED

DIMENSIONAL TOLERANCES

FRACTIONAL         ±1/16
DECIMAL                ±.010
ANGULAR              ± 5°

DIMENSIONS IN BOXES
 ARE IN MILLIMETERS

www.barksdale.com

(VIEWED FROM SHAFT END)

HANDLE ORIENTATION (AS SHOWN CW)
(ACTUATOR PORT "B" & "C" PRESSURIZED)

(PORTS "A" VENTED)

HANDLE ORIENTATION (AS SHOWN CCW)HANDLE CENTERED 

FLOW PATTERN CLOSED CENTER 
MANIPULATOR

(ACTUATOR PORTS "A" PRESSURIZED)
(PORT "B" & "C" VENTED)

(ACTUATOR PORTS "A" & "C" PRESSURIZED)
(PORT "B" VENTED)

H927-3 A

H927R3WQ3      
H927R3WQ3-B

ROT. ACTUATOR 4-WAY, 3 POSITION 
CC MANIPULATOR VALVE, 1-1/2 NPT 

PORTS, 3000 PSI
981504

00005974

  6.   ACTUATOR DATA:
        - PORTING: 1/4-18 NPT 3-PLACES (PORTS A, B, C)
        - SERVICE : HYDRAULIC OIL
        - WORKING PRESSURE:  MINIMUM WORKING PRESSURE 500 PSI
                                                    MAXIMUM WORKING PRESSURE 1000 PSI
        - SHIFT TIME MUST BE 1/2 SECOND MINIMUM FOR 90° ROTATION.

  5.   VALVE EQUIPPED WITH RACK AND PINION ACTUATOR.

  4.   PRESSURE ON RETURN PORT MUST NOT EXCED 250 PSI.

  3.   RATED FLOW: 114 GPM AT 40 FT./SEC.

  2.   RATED PRESSURE: 3000 PSI.

  1.   PORTING: ALL PORTS 1-1/2" NPT 

NOTES: UNLESS OTHERWISE SPECIFIED.

  8.   EQUIPPED WITH MANUAL OVERIDE.

  7.   MATERIALS OF CONSTRUCTION: BODY, HOUSING: BRONZE
        HANDLE: ZINC PLATED ALLOY STEEL
        CYLINDER: STAINLESS STEEL.
        SHAFT AND HARDWARE, PLATE: CORROSION RESISTANT STEEL --

A
H

92
7-

3

TL

TL

8-08-08

8-08-08

C1

P

1

E

MAIN VALVE

C

P

P

2

A

E

PILOT VALVE (4 WAY & 3 WAY)
(SHOWN FOR POS III)

B

C2

C
R

CYL1

POS I

CYL2

PRESS RET RET

CYL1

PRESS

POS II

CYL2

PRESS

POS III

RET

CYL1

CYL2

"C"

"D"

"C"

"A"

"A"

"B"

45°

45°

"D"

1- 1/2"

3 - 3/4

4 - 3/16

7 - 5/16

4 1/2"

10 - 1/2

3"

6 - 3/16

17 1/2"

4 1/2"

10 1/8"

CYLINDER 1
PORT

PRESSURE
PORT

CYLINDER 2
PORT

RETURN
PORT

A

B

C

D

A

B

D

C

8 4 3 2 1

18 7 6 5 4 3 2

DDW
G.

SI
ZE

R
E

V
.

PCO

REFERENCE DPM

GmbH

DIST.

D

#

REV.DWG.

NEXT ASSEMBLY

WEIGHT SCALE

DATEREV.

4200.007

1:2
SHEET       1       OF       2

A 9-2-08

Los Angeles, CA 90058-0843
Ph: 323-589-6181  Fax:  323-583-6252

DRAWN                               DATE
JDJ 8-08-08

CHECKED                           DATE

APPROVED                        DATE

UNLESS OTHERWISE
   SPECIFIED

DIMENSIONAL TOLERANCES

FRACTIONAL         ±1/16
DECIMAL                ±.010
ANGULAR              ± 5°

DIMENSIONS IN BOXES
 ARE IN MILLIMETERS

www.barksdale.com

(VIEWED FROM SHAFT END)

HANDLE ORIENTATION (AS SHOWN CW)
(ACTUATOR PORT "B" & "C" PRESSURIZED)

(PORTS "A" VENTED)

HANDLE ORIENTATION (AS SHOWN CCW)HANDLE CENTERED 

FLOW PATTERN CLOSED CENTER 
MANIPULATOR

(ACTUATOR PORTS "A" PRESSURIZED)
(PORT "B" & "C" VENTED)

(ACTUATOR PORTS "A" & "C" PRESSURIZED)
(PORT "B" VENTED)

H927-3 A

H927R3WQ3      
H927R3WQ3-B

ROT. ACTUATOR 4-WAY, 3 POSITION 
CC MANIPULATOR VALVE, 1-1/2 NPT 

PORTS, 3000 PSI
981504

00005974

  6.   ACTUATOR DATA:
        - PORTING: 1/4-18 NPT 3-PLACES (PORTS A, B, C)
        - SERVICE : HYDRAULIC OIL
        - WORKING PRESSURE:  MINIMUM WORKING PRESSURE 500 PSI
                                                    MAXIMUM WORKING PRESSURE 1000 PSI
        - SHIFT TIME MUST BE 1/2 SECOND MINIMUM FOR 90° ROTATION.

  5.   VALVE EQUIPPED WITH RACK AND PINION ACTUATOR.

  4.   PRESSURE ON RETURN PORT MUST NOT EXCED 250 PSI.

  3.   RATED FLOW: 114 GPM AT 40 FT./SEC.

  2.   RATED PRESSURE: 3000 PSI.

  1.   PORTING: ALL PORTS 1-1/2" NPT 

NOTES: UNLESS OTHERWISE SPECIFIED.

  8.   EQUIPPED WITH MANUAL OVERIDE.

  7.   MATERIALS OF CONSTRUCTION: BODY, HOUSING: BRONZE
        HANDLE: ZINC PLATED ALLOY STEEL
        CYLINDER: STAINLESS STEEL.
        SHAFT AND HARDWARE, PLATE: CORROSION RESISTANT STEEL --

A
H

92
7-

3

TL

TL

8-08-08

8-08-08

C1

P

1

EC

P

P

2

A

E
先导阀(三通或四通型)

(如位置III显示)

B

C2

C
R

CYL1

POS I

CYL2

PRESS RET RET

CYL1

PRESS

POS II

CYL2

PRESS

POS III

RET

CYL1

CYL2

Porting A B C D E F G H J K L M N P Q R S T U

1/4” NPT 2.75   10.38      2.0 1.0 5.0 5.72      5/16   3.74 3.25   1.94       9.43 3/8-16UNC  4.88       7.44 2.44        3.75          8.44   10.468
(60.3) (254.0) (50.8) (25.4) (127.0)(146.1)(109.5) (12.7) (85.7) (82.6) (49.2) (231.7) (124.0) (189.0)

3/8” & 1/2” NPT 3.406 10.934  2.625 1.312 5.0 6.25 4.75 .608             3.531    3.25      9.531 3/8-16UNC 5-1/2 7-11/16 2.56 3.88 8-11/16 10.25
(86.5) (277.7) (66.7) (33.3) (127.0)(158.8)(120.65) (17.46) (89.7) (82.6) (49.2)             (139.7) (195.0)

3/4” & 1” NPT 4.781 14.375 9.0 8.75    6.562     1.0 4.25       3.50        3.0 12.0 7-9/16 10-1/8 NA NA NA NA
(121.4)  (365.1) (228.6)(222.3)(166.6) (25.4) (533.4) (88.9) (76.2) (482.0)1/2-18UNC (192.0) (257.0)

A

D

D

L

Q
H

J

U

T

KK
G

F

C

C
B

A

E

PPANEL MOUNT
N

(4 PLACES)

evlaVnoitisoP-3evlaVnoitisoP-2

A C

B

A
B

L

HR

S

K
G

F

P

M

HANDLE ORENTATION (AS SHOWN CCW)
(ACTUATOR PORT 'A'  PRESSURIZED)

CYL1

PRESS

CYL2

RET

HANDLE ORENTATION (AS SHOWN CW)
(ACTUATOR PORT 'B'  PRESSURIZED)

CYL1

PRESS

CYL2

RET

CYL1

PRESS

CYL2

RET

CYL1

PRESS

CYL2

RET

CYL1

PRESS

CYL2

RET

PR

1 2

A B

P R

1 2

MAIN VALVE

PILOT VALVE 4-WAY

HANDLE ORENTATION (AS SHOWN CCW)
(ACTUATOR PORT 'A'  PRESSURIZED)

(PORTS ‘B’ & ‘C’ VENTED)

HANDLE CENTERED
(ACTUATOR PORT 'A' & ‘C’  PRESSURIZED)

( PORT ‘B’ VENTED)

HANDLE ORENTATION (AS SHOWN CW)
(ACTUATOR PORT 'B'  & ‘C’ PRESSURIZED)

(PORTS ‘A’  VENTED)

PR

1 2

A B C

PP R

C2C1 C R

MAIN VALVE

PILOT VALVE 4-WAY PILOT VALVE 3-WAY

(ACTUATOR PORT 'B'  PRESSURIZED)

缸油口 1

压力口

缸油口 2

回油

(MANUALLY OVERRIDE ONLY)

缸油口 1

压力口 回油口

(ACTUATOR PORT 'A'  PRESSURIZED)

缸油口 1

压力口

缸油口2

回油

PR

11 22

A B

P R

1 2

MAIN VALVE

PILOT VALVE 4-WAY

PR

1 2

2-POSITION FLOW PATTERN SELECTOR
(VIEWED FROM SHAFT END)

3-POSITION FLOW PATTERN SELECTOR
(VIEWED FROM SHAFT END)

中位关闭双工作口卸荷型式
(从轴端看)

Flow Capacity (Approx.)
Service: Oil and Lubricated Water Approx.

Main Valve 20 ft/sec 40 ft/sec 60 ft/sec Min. Flow Cv Shipping
Port Size NPT gpm (l/min) gpm (l/min) gpm (l/min) Passage Dia. Factor Weight

14, 92 1/4" 3 (11) 6 (23) 9 (34) 1/4" 0.95 30
Series 3/8" & 1/2" 9 (34) 19 (72) 28 (106) 7/16" 3.20 35
Valves 3/4" & 1" 25 (95) 50 (189) 75 (284) 23/32" 9.20 50
20, 562 1/4" 3 (11) 6 (23) 9 (34) 1/4" 0.95 30
Series 1/2" 5 (19) 10 (38) 15 (57) 5/16" 1.60 35
Valves 1" 9 (34) 19 (72) 28 (106) 7/16" 3.20 50

.50

(242.1)
1.94

(65.1) (98.4) (260.4)

(265.9)

3.625
(92)

1.812
(46)

Porting A B C D E F G H J K L M N P Q R S T U

1/4” NPT 2.75   10.38      2.0 1.0 5.0 5.72      5/16   3.74 3.25   1.94       9.43 3/8-16UNC  4.88       7.44 2.44        3.75          8.44   10.468
(60.3) (254.0) (50.8) (25.4) (127.0)(146.1)(109.5) (12.7) (85.7) (82.6) (49.2) (231.7) (124.0) (189.0)

3/8” & 1/2” NPT 3.406 10.934  2.625 1.312 5.0 6.25 4.75 .608             3.531    3.25      9.531 3/8-16UNC 5-1/2 7-11/16 2.56 3.88 8-11/16 10.25
(86.5) (277.7) (66.7) (33.3) (127.0)(158.8)(120.65) (17.46) (89.7) (82.6) (49.2)             (139.7) (195.0)

3/4” & 1” NPT 4.781 14.375 9.0 8.75    6.562     1.0 4.25       3.50        3.0 12.0 7-9/16 10-1/8 NA NA NA NA
(121.4)  (365.1) (228.6)(222.3)(166.6) (25.4) (533.4) (88.9) (76.2) (482.0)1/2-18UNC (192.0) (257.0)

A

D

D

L

Q
H

J

U

T

KK
G

F

C

C
B

A

E

PPANEL MOUNT
N

(4 PLACES)

evlaVnoitisoP-3evlaVnoitisoP-2

A C

B

A
B

L

HR

S

K
G

F

P

M

HANDLE ORENTATION (AS SHOWN CCW)
(ACTUATOR PORT 'A'  PRESSURIZED)

CYL1

PRESS

CYL2

RET

HANDLE ORENTATION (AS SHOWN CW)
(ACTUATOR PORT 'B'  PRESSURIZED)

CYL1

PRESS

CYL2

RET

CYL1

PRESS

CYL2

RET

CYL1

PRESS

CYL2

RET

CYL1

PRESS

CYL2

RET

PR

1 2

A B

P R

1 2

MAIN VALVE

PILOT VALVE 4-WAY

手柄操作(按图示逆时针)
(执行器油口 A 受压)
(B 口 &  C  口卸荷)

手柄对中
(执行器A 口和 C 口 受压)

( B 口 卸荷)

手柄操作 (按图示顺时针)
(执行器油口 B 和 C 受压)

(A 口卸荷)                       (A 口卸荷)

PR

1 2

A B C

PP R

C2C1 C R

PILOT VALVE 4-WAY PILOT VALVE 3-WAY

HANDLE ORENTATION (AS SHOWN CW)
(ACTUATOR PORT 'B'  PRESSURIZED)

CYL1

PRESS

CYL2

RET

HANDLE CENTERED
(MANUALLY OVERRIDE ONLY)

CYL1

PRESS RET

HANDLE ORENTATION (AS SHOWN CW)
(ACTUATOR PORT 'A'  PRESSURIZED)

CYL1

PRESS

CYL2

RET

PR

11 22

A B

P R

1 2

MAIN VALVE

PILOT VALVE 4-WAY

PR

1 2

2-POSITION FLOW PATTERN SELECTOR
(VIEWED FROM SHAFT END)

3-POSITION FLOW PATTERN SELECTOR
(VIEWED FROM SHAFT END)

CLOSED CENTER MANIPULATOR  FLOW PATTERN
(VIEWED FROM SHAFT END)

Flow Capacity (Approx.)
Service: Oil and Lubricated Water Approx.

Main Valve 20 ft/sec 40 ft/sec 60 ft/sec Min. Flow Cv Shipping
Port Size NPT gpm (l/min) gpm (l/min) gpm (l/min) Passage Dia. Factor Weight

14, 92 1/4" 3 (11) 6 (23) 9 (34) 1/4" 0.95 30
Series 3/8" & 1/2" 9 (34) 19 (72) 28 (106) 7/16" 3.20 35
Valves 3/4" & 1" 25 (95) 50 (189) 75 (284) 23/32" 9.20 50
20, 562 1/4" 3 (11) 6 (23) 9 (34) 1/4" 0.95 30
Series 1/2" 5 (19) 10 (38) 15 (57) 5/16" 1.60 35
Valves 1" 9 (34) 19 (72) 28 (106) 7/16" 3.20 50

.50

(242.1)
1.94

(65.1) (98.4) (260.4)

(265.9)

3.625
(92)

1.812
(46)

主阀

四通先导阀 三通先导阀
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驱动型重载阀  Series II - 14, 18, 92, 376, 20, 562

1. -见补充资料旋转适当的Z序号
2. -G 选项只用于 1” 和 11/2” 油口

See Barksdale’s Standard Conditions of Sale • Specifications are subject to modification at any time • Bulletin #B0022-O • 04/08 • ©2019 • Printed in China

示例:  A 14 5 R 3 W C 2产品选型表

通流能力

选项

- B 位置显示器

- C
3 x 2 转换器
允许 3-位阀由2个输入口驱
动 (仅3-位驱动阀可用)

-H
4,500 psi 液压工作压力; 

3000 psi 气压工作压力

-M3
5,000 psi 液压工作压力 (仅 

1” 油口型号 14 和 92可用)

-D

分流器

(除 1/4” 油口和 92 及 

562 型号外)

-MS SAE J1926 油口

-SS
不锈钢驱动油缸 (仅用于

气体)

-G2
 缸油口1 和 2为
1/4” SAE 表接口

中位机能

C 中位关闭

O 中位打开 (全通)  

Q

闭中心卸荷型式
92 和 562 系列标配
376 系列可选闭中心 
14 和 20 系列不可用

驱动方式

A 气压驱动

H 液压驱动

工作介质

W 润滑水液或液压油 

A  空气或其他气体

系列 II 型号

14 3,000 psi (206 bar),  4-通，选择或分流

92 3,000 psi (206 bar),  4-通，闭中心工作口
卸荷式

18 3,000 psi (206 bar), 直通端口, 4-通，选择
或分流或闭中心工作口卸荷式

376 3,000 psi (206 bar),  4-通，底板安装，选择或
分流或闭中心工作口卸荷式

20 6,000 psi (412 bar),  4-通，选择或分流

562 6,000 psi (412 bar),  4-通，闭中心工作口
卸荷式

油口尺寸

1 1/4” NPT (SAE 可选)

2

3

4

5

7

3/8” NPT (仅用于14 和 92 ) (SAE 可选) 

1/2” NPT (SAE 可选)

3/4” NPT (仅用于14 和 92 ) (SAE 可选) 

1” NPT (SAE 可选)

1 1/2” NPT (仅用于14 和 92 ) (SAE 可选) 

油口位置

R

S

M

P

侧边布置

底部直通油口 (至 1/2”) 

阀板油口 (仅376系列可用 ) 

面板安装带侧边油口

(1/4” - 1/2” 标配)

压力范围

3
3,000 psi 润滑水液或液压
油, 2,000 psi 气压 (14, 92 & 
376 系列适用)

6
6,000 psi 润滑水液或液压
油, 4,000 psi 气压 (20 & 562 
系列适用)

位置

2 2-位驱动, 90º 旋转

34 3-位驱动

O-ring 材料选项1

   -Zxx 见补充资料 

通流量 (大约)        
用于: 油和润滑水液 运输重量 运输重量

  主阀              20 ft/sec. 40 ft/sec. 60 ft/sec. 最小流量 Cv 大约
油口          gpm (l/min.) gpm (l/min.) gpm (l/min.) Passage Dia. 系数

大约
 2 位阀 3 位阀

A14/A92 & 1/4" 3 (11) 6 (23) 9 (34) 1/4" 0.95 30 32
A376 3/8" & 1/2" 9 (34) 19 (72) 28 (106) 7/16" 3.20 35 37

系列阀 3/4" & 1" 25 (95) 50 (189) 75 (284) 23/32" 9.20 50 52
1-1/2" 57 (217) 114 (433) 171 (650) 1-3/32" 21.00 129 134

A20/A562 1/4" 3 (11) 6 (23) 9 (34) 1/4" 0.95 30 32
系列阀 1/2" 5 (19) 10 (36) 15 (57) 5/16" 1.60 35 37

1" 9 (34) 19 (72) 28 (106) 7/16" 3.20 50 52

0.625

3. -用于14和92系列的 1” 和 11/2” 油口，11/2"标准为316不锈钢壳体
4. -不可用于 11/2” 油口的气缸驱动型阀

北京朝阳区望京SOHO-T1-C座2115室 电话 010-84282925 网站 www.cnmec.biz 邮件：sales@cnmec.biz




